
 

 

 

May 2, 2018 

  

Daniel Nakahara 

Associate Planner  

Village of Deerfield 

850 Waukegan Road  

Deerfield, IL 60015   

 

Re: Deerfield Village Centre – Tenant Roof Deck – Substantial Conformance Submission 

    

Mr. Nakahara:  

  

Thank you for taking the time to discuss our client’s proposed office tenant roof deck at Deerfield Village 

Centre. Per our coordination and as required for a “Substantial Conformance” submission, please refer to 

the following narrative and enclosed exhibits describing the project.  

 

Our client (Vandon Forbes, the office building management company for Deerfield Village Centre) has 

directed us to design two small (approximately 12 foot x 18 foot; 216 Square Foot) concrete paver roof 

decks for two of their existing second floor tenants: The Specialized Marketing Group (TSMGI) on the 

south side and Global Repair Group (GRG) on the north side. As presented on the Site Plan (“Exhibit A”), 

Roof Deck Plan (“Exhibit B”), and Elevations (“Exhibit C”), the designed roof decks are positioned on the 

existing roof of the ground floor retail suites, serving Fannie May (South) and Bobby’s Deerfield (North). 

Due to the proposed low-profile of the deck and the existing approximately 30-inch high perimeter parapet, 

it is our assessment that the roof deck presence will be nearly imperceptible from pedestrian and vehicular 

passersby.  

 

The south roof deck would solely serve the TSMGI tenant (and their staff) and would be accessed from 

their open office space by way of ramp and stair as shown on the Roof Deck Plan. The north roof deck 

would solely serve the GRG tenant (and their staff) and would be accessed from their Break Area by way 

of ramp as shown on the Roof Deck Plan. Vandon Forbes’ responsibility in this project is to supply built-

in features only, and therefore, the tenant is responsible for supplying furniture. If the Village of Deerfield 

maintains furniture requirements for roof decks, our client shall notify and enforce the tenant of such. For 

example and as we have discussed previously, outdoor furniture cannot contain signage and would have to 

be approved by the Appearance Review Committee. Pertaining to lighting, a discreet, yet tasteful wall pack 

solution (“Exhibit D”) shall be installed near the roof deck access door in compliance with egress code 

illumination requirements.  

 

In terms of construction, we are proposing utilizing an industry leading concrete deck paver and pedestal 

decking system by County Materials Corporation. The perimeter of the modern, light gray paver deck would 

be wrapped with low-height wood planter boxes (“Exhibit E”).  

 



As part of an earlier roof deck due diligence process, the architecture-engineering company of Shive-

Hattery deemed that the existing building structure of joists, beams, columns and foundations were suitable 

for a roof deck. They analyzed that the existing roof structure was built of steel wide flange beams with 

joists at consistent spacing to support a typical type B metal roof deck. These joists are supported by larger 

steel framing structure that attach to steel columns. The steel columns are sitting on existing concrete 

foundations of varying sizes.   

 

In addition to Substantial Conformance, we understand that this project requires coordination with other 

Village of Deerfield departments, such as the Appearance Review Commission, the Building Department, 

and the Fire Marshal.  

 

In coordination with the Building Department Supervisor Clint Case, it has been determined that a guardrail 

should be added on top of the existing parapet. We are proposing a similar aesthetic guardrail to the existing 

railings on the Deerfield Village Apartments balconies (“Exhibit F”).  

 

Thank you for your review. To the best of my knowledge, all Substantial Conformance submission 

requirement have been addressed. Please do not hesitate to contact me if you have any questions.   

 

Respectfully, 

ML GROUP 

 

 

 

 

 

Jonathan Dress, AIA, NCARB, LEED AP BD+C 

Project Architect 

jdress@mlgroupdd.com 
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Number
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Type
FEATURES & SPECIFICATIONS
INTENDED USE

Provides years of maintenance-free general illumination for outdoor use in commercial applications such 
as retail, education, multi-unit housing and storage. Ideal for lighting building facades, parking areas, 
walkways, garages, loading areas and any other outdoor space requiring reliable safety and security.

CONSTRUCTION

Sturdy weather-resistant aluminum housing with a bronze finish, standard unless otherwise noted. A 
clear polycarbonate lens protects the optics from moisture, dirt and other contaminants.

OPTICS

8 high performance LEDs are powered by a multi-volt (120V-277V) LED driver that uses 18 input watts 
and provides 1,490 delivered lumens. 100,000 hour LED lifespan based on IESNA LM-80-08 results and 
calculated per IESNA TM-21-11 methodology.

ELECTRICAL

Rated for outdoor installations, -40°C minimum ambient.

Adjustable Dusk-to-dawn, multi-volt photocell standard automatically turns light on at dusk and off at 
dawn for convenience and energy savings.

Photocell can be disabled by rotating the photocell cover.

6KV

Surface or recessed mount. A universal junction box is included standard. 

All mounting hardware included. 

LISTINGS

UL Certified to US and Canadian safety standards. Wet location listed for mounting higher than 4 feet 
off the ground.

Tested in accordance with IESNA LM-79 and LM-80 standards.

WARRANTY

5-year limited warranty. Complete warranty terms located at  
www.acuitybrands.com/CustomerResources/Terms_and_conditions.aspx

Actual performance may differ as a result of end-user environment and application.

Note: Specifications subject to change without notice.

OLW14

Series Color temperature (CCT)1 Voltage Control Finish

OLW14 1400 lumen LED wall pack (blank) 5000K1

 
(blank) MVOLT (120V-277V) (blank) MVOLT photocell included (blank) Bronze

WH White

Accessories: Order as separate catalog number.

FCOS M24 Full cutoff shield
FCOS WH M24 Full cutoff shield, white Notes

1	 Correlated Color Temperature (CCT) shown is nominal per ANSI C78,377-2008. 

7-7/8
(20.1)

9-5/8
(24.4)

2
(5.1)

11-1/8
(28.3)

4-1/2
(11.5)

ORDERING INFORMATION For shortest lead times, configure product using bolded options. Example: OLW14

All dimensions are inches (centimeters) unless otherwise indicated.

Outdoor General Purpose

OLW14
LED WALL PACK

OUTDOOR	 OLW14
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